
PILOT ANODES
TYPICAL TEST SCHEDULE

APP. DENSITY BAKED
ISO 12985-1

SPEC. EL. RESISTANCE
ISO 11713

DYN. ELAS. MODULUS
ISO 18142

FLEXURAL STRENGTH
ISO 12986-1

AIR REACTIVITY ANODE
ISO 12989-1

AIR

CO2

μm

< 63m

< 63m + 
Stearic Acid

SCRAP

20±0.2 ~15

130±0.5

POS. 1 TO 3 POS. 4 TO 6 POS. 7 TO 9 POS. 10 TO 12

POS. 1-12

POS. 3, 6, 9, 12

POS. 1-12

POS. 1-12

POS. 1-12

POS. 1-12

POS. 3, 6, 9, 12

POS. 1, 3, 5, 7, 9, 11

POS. 2, 4, 6, 8, 10, 12

POS. 1, 3, 5, 7, 9, 11

POS. 1, 2, 4, 5, 7, 8, 10, 11

STATIC EL. MODULUS
ISO 18515

COEFF. OF THERMAL EXP.
ISO 14420

REAL DENSITY XYLENE
ISO 9088

ELEMENTS XRF
ISO 12980

AIR PERMEABILITY
ISO 15906

THERMAL CONDUCTIVITY
ISO 12987

COMPRESSIVE STRENGTH
ISO 18515

AIR

12.05.2017/JW

h = ~ 200 mm

CO    REACTIVITY ANODE
ISO 12988-1

260
±0
.5

50
±0
.5


